Chaves gangorra
Rocker switches

RS

Linha / Type

/METALTEX

e Chaves gangorra iluminada e néo iluminada com 2 ou 3 posigdes.

* llluminated and non illuminated rocker switches with 2 and 3 positions.

Especificacdes / Specifications

Tipo / Type RS-201-1C-G 220V ‘ RS-201-1C-G-24V ‘ RS-201-1C-R 220V ‘ RS-201-1C-R-24V RS-203-1C-B
Modo de operagéo / Operation mode ON-OFF ON-OFF-ON
Tenséo de alimentagao / Supply voltage 220VCAIVAC ‘ 24VCCIVCA [VDCIVAC ‘ 220VCAIVAC ‘ 24VCCIVCA [VDCIVAC —
Resisténcia de contato inicial / Initial contact resistance 35mOmax.
Vida elétrica/  Electrical life 10.000 operagdes min. / operations min.
Resisténcia de isolagdo / Insulation resitance 100MQ min. — 500VCC/VDC
Rigidez dielétrica / Dielectric strength 1500VCA/ VAC - 1 minuto / minute
Temperatura de operagao / Operation temperature -25~85°C
Arranjo dos contatos / Contact arrangement 2NA/DPST-NO ‘ 2NA/DPST-NO ‘ 4NA/ 4PST-NO
Capacidade dos contatos / Contact rating 16A-125 ~ 250VCA / VAC (carga resistiva / resistive load)
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Dimensées / Dimensions (mm)
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Terminais / Terminals
Faston 6,35mm (.250") x 0,8mm.
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Toler&ncias néo indicadas / Not indicated tolerance : = 0,30mm

Conexodes / Connections
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Dimensdes em mm / Dimensions in mm
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